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Temp. control range
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MORTOR PROTECTOR CARIBLATION & TEMP. SELECTOR
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1 TP-14-4
Type
2
Name Auto calibration and temp. selector
3
Out Line This equipment automatically adjusts openning temperature in sample and automatically
selects openning temperature.
4
Configuration This equipment comprise electrical control unit, ovens, temp. control units, cheking units,
driving units, eject unit, attachments, calibration units, and other.
5 ( mm W (6630) L (1090) H (1770)
Dimensions (about) mm
6 ( kg 1700kg
Weight (about) kg
7 " 3¢p 200V 50/60Hz
Power source
8 T32KVA
Electric power capacity
9 b
Down step transformer Transformer will be select as the buyer's country.
10 "32KVA
Transformer capacity
11 0.5MPa
Air source More than 0.5MPa
12 300N /m
Air quantity More than 300N /m
13 1
Worker 1person
14 632
color Japan standard color of paint 632
15
Safety unit Leak breaker, Temp. protector, Pressure switch, Motor thermal relay
16 20 25
Room temp. at running time
17 60
Room humidity at running time Less than 60%
18 7.5

Variation of voltage at running time  |Less than +7.5

Maybe there will be something change when the machine make as per the first drawing and specification submited.
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SPECIFICATION SHEET

Function of the Equipment

1
Tact time
2
Attachment
3
Number of Attachment
4
Temp. sensor
5
Temp. control system
6 (100 )
Oven temp. accuracy at 100
7 (100 )
Oven emp.distribution range (at 100
8
Oven heater capacity
9
Temp. control range
10
Loading unit
11
Ejector unit
12

Kind of test

13
Blower
14
Cooling unit
15
Heat protect metal
16 -MAX
Temp. rising time Room temp.-MAX Temp.)
17
Auto calibration unit

TONE JIDOKI CO., LTD
http://www.tone-jidoki.co.jp

15 /

1.5sec/piece

4 / (17AMC, 7AMC)

4pieces/1attachment (17AMC, 7AMC)
506

about 506 pcs
JPt 100Q (0.15class)

PID SCR
PID SCR Keep same Temp. control Forced hot air circulation system
+0.3deg.
Less than +0.3deg.
+0.5deg.
Less than +0.5deg.
5KW
Each ovens 5KW
50 170

Robot
Air cylinder
(HP AC1000V)

(DC10V 40A 50A 60A
Good, Calibration NG, Low open NG, High open NG, Contact gap NG(HP AC1000V), mQNG,
Contact cleaning NG(DC10V 40A,50A,60A)
Siloco fan
Normal Air
Glass wool
1

Less than 1hour

Pushing of pulse motor

Maybe there will be something change when the machine make as per the first drawing and specification submited.
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